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EXISTING TYPICAL CROSS SECTION

LAKE STREET
STATION 6+00 TO STATION 16+00
STATION 20+00 TO STATION 28+00
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EXISTING TYPICAL CROSS SECTION

LAKE STREET
STATION 4+30 TO STATION 6+00
STATION 16+00 TO STATION 20+00
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PROPOSED TYPICAL CROSS SECTION

LAKE STREET
STATION 6+00 TO STATION 16+00
STATION 20+00 TO STATION 28+00
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LAKE STREET
STATION 4+30 TO STATION 6+00
STATION 16+00 TO STATION 20+00

STATION 28+00 TO STATION 36+20
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VILLAGE SECTION 0600122 —Od:S\*v'

CONTRACT NO. 83Q 38

TYPICAL CROSS SECTION LEGEND

COMBINATION CURB & GUTTER REMOVAL AS NOTED ON PLANS

EXISTING ROADWAY LIGHT POLE, 25' MOUNTING HEIGHT WITH
6' OR 9' MAST ARM WITH OVERHEAD WIRING TO BE REMOVED

SIDEWALK REMOVAL

2" CRUSHED STONE (COST IS INCLUDED IN PCC SIDEWALK,
5", PCC BASE COURSE, 3", OR COMBINATION CGNCRETE CURB
& GUTTER, TYPE B-6.12 (MODIFIED} ITEMS)

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.12 {MODIFIED)

PORTLAND CEMENT CONCREﬁE SIDEWALK, 5"
DECORATIVE BRICK SIDEWALEK

DECORATIVE LIGHT POLE, CONCRETE, 30" MOUNTING HEIGHT
WITH 1 - 6' MAST ARM AND LUMINAIRE AND 1 - 3' MAST ARM
AND LUMINAIRE

PORTLAND CEMENT CONCRETE BASE COURSE, 3"

STATION 28+00 TO STATION 36+20
& Civil Engineers

AN COC & Municipal Consultants

ENGINEERING ¢ Established 1911

9933 Roosevelt Road
‘Westchester, Tllinois 60154-2780
Phone: 708/865-0300

Fax: 708/865-1212

LAKE STREET STREETSCAPE
VILLAGE OF MAYWOOD, ILLINOIS

TYPICAL CROSS SECTIONS

SCALE: NONE
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